Math Skills Laboratory

MATH ACTIVITIES

Activity 1: Rearranging Symbols in Resistance Equations to Isolate
Certain Unknowns

Activity 2: Solving Fluid Resistance Problems

MATH SKILLS LAB OBJECTIVES
When you complete these activities, you should be able to do the
JSollowing:
1. Isolate the change in pressure (Ap) or the volume-flow rate (Q.)
when given the equation for fluid resistance, Rr = “Pfg,.

2. Substitute appropriate numerical values and units in fluid
resistance equations. Solve the equations for a numerical
value with proper units.

LEARNING PATH

1. Read the Math Skills Lab. Give particular attention to the
Math Skills Lab Objectives.

2. Work the problems for Activities 1 and 2.
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ACTIVITY 1

Rearranging Symbols in Resistance Equations
to Isolate Certain Unknowns

MATERIALS
For this activity, you'll need pencil and paper.

We learned in previous math labs that equations and formulas are used to show a
relationship between several physical quantities. Equation 1 is a relationship between
(1) fluid resistance, (2) change in pressure within the fluid, and (3) volume-flow rate of
the fluid:

Pressure Difference
Volume-flow Rate

This relationship helps us to find the value of one physical quantity if we know the
value and units of the other two physical quantities. The relationship is often written
with symbols rather than words, as follows:

Fluid Resistance =

Ap .
R = — Equation 1
Qv
Ib/i 2 N 2
where: Ry = resistance within a fluid flowing in a pipe, usually in /in or 3/m
gal/min m~/sec
Ap = pressure difference of a fluid in a pipe or duct, typically in Ib/in’® or N/m®
Qv = volume-flow rate of the fluid in a pipe, typically in gal/min or m®/sec

Fluid resistance units are given above as pressure units divided by volume-flow rate
units. Table 1 summarizes the units used with each of the physical quantities given in
Equation 1. The table is meant to help you learn the units. Study Table 1.

TABLE 1. RESISTANCE UNITS FOR FLUID RESISTANCE

ical Units for Equation 1: Ry = %P4,
System of Units Typic n7s oF Bquation i 3
RF Ap Qv
] 1b/in® : s ]
English —_— Ib/in gal/min
gal/min
N/m2
SI 3/m N/m’ m®/sec
m°/sec
LET’S REVIEW UNITS!

Before beginning the Practice Exercises, let’s review. Answer the following questions
on units for fluid resistance. Fill in the blank with the correct word or words.

(Ib/in* N/m?.
(Ib/in%* N/m?).

a. Fluid pressure in English units is usually measured in
b. Fluid pressure in SI units is usually measured in

c. The unit (gal/min; ft®/min; m®/sec; in®/sec) is NOT a fluid rate in the
English system of units.
Ib/i 2 N 2
d. The units /in or 3/m are correct when describing a (fluid
gal/min m°/sec

resistance; drag resistance).

Principles of Technology
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PRACTICE EXERCISES FOR ACTIVITY 1
Problem 1: Given: R;= %P4, (Equation 1)
Find: Ap
Solution: (Rearrange equation and isolate Ap.)
Step 1: Isolate Ap by rearranging Equation 1. First, write down

Equation 1.

RF = Afygv
Step 2: Multiply both sides by Qv.

A

Rr X Qv = gi X ®y_  (Cancel Qy on right side.)
Step 3: Rewrite the equation without the canceled terms.

Rr X Qv = Ap (Ap is isolated.)
Step 4: Reverse the order of the equation with Ap on the left side.

Ap = RF X Qv.

The problem has been solved. The equation Ry = *¥g, has been
rearranged, and Ap has been isolated.

Problem 2: Given: Ry = %P4, (Equation 1)
Find: Qv
Solution: (Rearrange the equation. Isolate Qy.)

Student Challenge

Problem 3: Given: Problems 1 and 2 and the solutions to each problem.

Find: Whether or not the equation is stated correctly by substituting
English or SI units for the symbols.

Solution: (Hint: If the equation is stated correctly, the units on the left side
of the equation will be equal to the units on the right side.)

ACTIVITY 2
Solving Fluid Resistance Problems

MATERIALS
For this activity, you'll need a hand calculator.

The basic fluid resistance formula used in this activity is Ry = “PQ,. If the equation isn't
in a “useful” form, first rearrange the equation to isolate the proper symbol that you're
asked to find. Then solve the rearranged equation for the unknown value. Your final
answer should include a correct number with the proper units.

PRACTICE EXERCISES FOR ACTIVITY 2

Problem 4: Given: Water flowing through a pipe at 550 gal/min has a pressure
difference of 200 Ib/in® over a distance of one mile.

Find: The resistance (R that causes the pressure difference.
Solution:

Subunit 2: Resistance in Fluid Systems
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Problem 5: Given:
Find:
Solution:

Problem 6: Giveﬁ:

Find:
Solution:

Problem 7: Given:

Find:

Solution:

Ib/i 2

The resistance (Ry) in a fuel-transfer pipeline is 2 o/ . The
gal/min

line is 6 inches in diameter. Fuel moves through the line at a

volume-flow rate of 550 gal/min.
The pressure difference along the length of the pipeline.

The pump in a hydraulic system delivers hydraulic oil to a
cylinder at a pressure difference of 10 Ib/in’>. The volume-flow
rate is 3 gal/min.

The resistance of the hydraulic control system.

In designing a circulating water-heating system (hydronic

system), a technician uses a copper pipe that has a resistance of
b/in?

5—— .

gal/hr

from the circulating pump.

The pump volume-flow rate in gallons per hour (gal/hr) and

gallons per minute (gal/min).

The pipe operates at a water pressure of 15 Ib/in’

Student Challenge
Problem 8: Given:

Find:

Solution:

Problem 9: Given:
Find:

Solution:

50 Principles of Technology

An air compressor delivers air to a receiver tank at 100 Ib/in®
(that is, 100 psi). A 100-ft air hose with a pressure drop of
1.8 Ib/in” for each 10 ft of length is connected to the tank. The
air hose operates an air tool.

a. The pressure at the air tool.

b. The resistance in the air hose if the air tool requires
9 ft®/min of air to operate.

(Hint: The pressure drop must be found for the 100 ft of air
hose.)

Facts given in Problem 8 and your answers.

a. The pressure at the air tool if the air hose is shortened to
50 ft.

b. The fluid resistance of the 50-ft air hose.
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